
350E Global Steel Shot Blaster

Key Points

�� Can fit through a 19” access opening 
making it ideal for interior tank 
preparation or other confined space

�� Independent drive for each rear 
wheel

�� Fast and efficient removal of 
coatings, paint, rust and more

The Blastrac 350E Global steel shotblaster is a machine suited for 
small to medium steel blasting projects. This machine is capable of 
preparing steel surfaces such as petrochemical or water storage tank 
floors and roofs, ship decks, barges and other marine vessels, hatch 
covers, bridge decks and offshore drilling platforms. The Blastrac 
350E Global utilizes a center fed blast wheel design to propel steel 
shot, hardened steel grit or a mixture of both, to the surface allowing 
the operator to achieve awide range of surface profiles as specified.

350E Global
self Propelled Steel Shot Blaster

L,W,H

LBS

DIMENSIONS:
L 53 IN X W 26 IN X H 43 IN

BLASTING PATH:
13.75 IN 

POWER:
15 HP | 480V, (32A), 3ø

WEIGHT:
827 LB

PRODUCTION:
410 SQ.FT./HR.

TYPE:
SELF-PROPELLED

BDC-66
Dustbin

Dust Collector Option(s)
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350E GLOBAL OPTIONS

50 LB BAG STEEL SHOT
S330BAG

50 LB BAG STEEL GRIT
SG25 GRIT

50 LB BAG STEEL SHOT
S390BAG

RIGHT LINER
350-1035-SE

TOP LINER
350-1040

LEFT LINER
350-1030-SE

BLAST WHEEL
350-1025

BLADE SET
350-1005

SIDE BRUSH
350-1050-S

IMPELLOR
350-1015

BACK BRUSH
350-1045-S

SIDE SKIRT (2)
350-1060-S

COVER/TOP LINER
350-1115

SKIRT/BACK BRUSH
350-1047-SE

SIDE SEAL/FLOATING LINER
350-1020-SE
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