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EdgerCE7 Pro+
Wood Floor Sanding
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AVAILABLE MODELS

product Description

technical data

AVAC dust containment 
systems are the perfect mix 
of power and portability. 
The 12 gallon capacity 
AVAC 12-P is easy to 
transport and comes with 
optional H.E.P.A. filters.

Our water-based 
TimberGuard line of floor 
coatings, cleaners, and 
sealers offers superior 
protection for your 
hardwood floors. 07170A - CE-7 Pro+ Edger, 120V

Specifications are subject to change without notice.

The CE-7 edger is ideal for sanding under 
cabinets and along wall lines, closets, and stair 
landings. Equipped with a powerful two speed 
motor that delivers superior performance in 
the most difficult sanding applications. With 
adjustable handles, vac ready dust control 
features, and powerful LED lights, the CE7 
edger is perfect for the professional contractor.

Recommended products
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Hook and loop or bolt-on sandpaper-ready.

Dual non-marking casters.

Safety start switch.

Two-speed motor for different surfaces and conditions.

Powerful LED lighting.

Innovative dust bag features internal support.

Dust control vacuum-ready.

Handle height adjustment for operator comfort.

Effectively sands under 3.5” toe-kicks.

Electrical Motor 2 speed, 120V / 60 Hz, 12a
Amps 12 A

Power Cord 50 ft. (15.3m) gray, non-marking rubber
Sound Emissions 91 dB(A)

Pad Speed 3,640 / 3,030 RPM
Sandpaper 7 in Hook and Loop or 7/8 in Mounting Hole

Effective Reach at
3.5 inch Height* 5.24 in (13.31 cm) 

Dimensions  
(L x W x H) 15 in x 12 in x 13 in (38 cm x 30 cm x 32 cm)

Weight 36.5 lb (16.6 kg)

 Warranty Machine: Parts & Labor - 1 yr*
*Excludes consumable wear items
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The FloorCrafter’s superior 
cutting ability allows the 
contractor to sand the floor 
flat while also increasing 
jobsite productivity.
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